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CRASH ROAD – technical rider
· Guitar:

Marshall 100 W amplifier (JVM410H)
Input jack

Output jack 

2 x 230 V
2 x mic SM 57
Vocal mic Shure Beta 58A (Audio-Technica AE6100)
· Bassguitar:

Peavey Tour Series 450 W
Input jack

Output cannon XLR 

230 V

Mic SM 57
Vocal mic Shure Beta 58

· Drums:

1x kick (mic D6 Akg D112, Audio-Technica ATM250DE)
1x snare
- top (mic SM 57, Audix i5)

- bottom (mic SM 57, Audix i5)
1x hi-hat 14‘‘ (mic E614, Akg P150)
1x tom 13“ (mic E604, Audix d2)
1x tom 15“ (mic E604, Audix d2)
1x floor tom 17“ (mic E604, Audix d2)
2x overhead mic (KM184, Akg C1000S, Audio-Technica ATM450)
(2x crash 18“, 1x splash 8“, 1x ride 22“, 1x china 20“)
230 V – ventilator, metronom

Riser – 3x2 m

· Singer:

Vocal mic Shure Beta 58A (Audio-Technica AE6100)
· Band:

4x monitor, line to headphones for drummer, 15 ways in mixpult, time for soundcheck min. 0,5 hour, min. 6x 0,5 l bottle of water on the stage (if possible some beer, coca-cola, Red-Bull…)
___________________________________________________________________________________________
Marta Kubiesová

gsm: +420 724 226 022
e-mail: marta@crash-road.cz
www.crash-road.cz
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